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��������������� 
��������������� ���������������� 8 GHz  

 
1. ������� 

   
 8 GHz   (Radio Regulations)   

 (ITU - R Recommendations) 
2. ������������������������� 

  8 GHz   ITU-R F.386-7 Annex 6  
2.1  8 GHz  7725 – 8285 MHz  
2.2   

   29.65 MHz  
  nf   =  0f  - 281.95  +  29.65 n 
  nf   =  0f  +  29.37  +  29.65 n 

        n = 1,2,3,…,8 
      0f = 8000 MHz 

 
 ; 

              0f       8000 MHz 
                    nf  , nf    –   n  
 

 2.3  8 GHz  
 29.65 MHz  
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2.4  8 GHz  
 29.65 MHz  

 
Go (Return) Channels Go (Return) Channels 

Channel Bandwidth Channel Bandwidth Center 
Frequency 

(MHz) 29.65 MHz 

Center 
Frequency 

(MHz) 29.65 MHz 

7747.70 L1 8059.02 L1’ 
7777.35 L2 8088.67 L2’ 
7807.00 L3 8118.32 L3’ 
7836.65 L4 8147.97 L4’ 
7866.30 L5 8177.62 L5’ 
7895.95 L6 8207.27 L6’ 
7925.60 L7 8236.92 L7’ 
7955.25 L8 8266.57 L8’ 

      *  *       L , L’   29.65 MHz 
      
3. ���������������  

 7725-8000 / 8000-8285 MHz 
 –  311.32 MHz 

  Co-Channel Patterns 
 8  (Channel Spacing 29.65 MHz)  

 Analog    Digital 
 Data, Voice, Video  Multimedia 

 (EIRP)    21 
  47 dBi  

 
(Antenna Radiation Pattern) 

 ITU-R F.699-7  
 

 
4. ����������������������������� 

4.1
    

 
4.2   35  
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5. ������������� 

5.1 ITU-R F.386-7 Radio-frequency channel arrangements for fixed wireless systems operating 
in the 8 GHz band. 

5.2 RR Article 21 Terrestrial and space services sharing frequency bands above 1 GHz. 
5.3 ITU-R F.699-7 Reference radiation patterns for fixed wireless system antennas for use in 

coordination studies and interference assessment in the frequency range from 100 MHz to 
about 70 GHz. 

5.4 ITU-R F. 1095 A Procedure for determining coordination area between radio-relay stations 
of the fixed service. 

 
____________________ 
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